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Chapter 1 Product Introduction  

Thank you for purchasingXPL-WPA200 wireless projection adapter. This device is a 

security wireless system with powerful functions which includes both hardware and 

software, it the projector and any computer which support WLAN, so you can realize 

the wireless projection functions more convenient and more quick. 

.ŜŦƻǊŜ ƛƴǎǘŀƭƭƛƴƎΣ ǇƭŜŀǎŜ ǊŜŀŘ ǘƘŜ ǳǎŜǊΩǎ ƎǳƛŘŜ ŎŀǊŜŦǳƭƭȅΦ !ƴŘ ƪŜŜǇ ǘƘŜ ƎǳƛŘŜ ŦƻǊ ŦǳǘǳǊŜ 

reference. 

1.1 Key Features 

 Compatible with all kinds of projector with standard VGA connectors. 

 Keep all the wired projection functions by wireless connection, the computer 

usage is similar with the one for connecting an ordinary wired projection. 

 Provide many kinds of projection mode, such as WIFI/VGA/LAN. 

 802.11b/g wireless LAN compatibility. 

 IP address automatically assigned. 

 By wireless point mode access to networkp̆rovide network projection functions. 

 Powerful conference control function, supports up to 253 computers to free 

switch projection. 

 Easy control for special functions with convenient infrared remote.  

 Supports blank screen projection, make conferences such as teaching more 

convenient. 

 Provides robust wireless network security with random login code. 

 Special video player which can play HD video smoothly. 

 Independently Innovative development and manufacture, sustainable upgrade 

and improvement, long-term technology and service guarantee.  

 Exclusive intellectual property, multiple patent protections, to ensure technical 

leading. 

1.2 Safety Guide 

 For normal operation of product, please pay attention to waterproof, moisture 

proof and dustproof issues of its application environment. Unsuitable 

environment can cause erratic operation of product, even damage the product. 

 5ƻƴΩǘ ƭƻŎŀǘŜ ǇǊƻŘǳŎǘ ǳƴŘŜǊ ŘƛǊŜŎǘ ǎǳƴƭƛƎƘǘΤ 5ƻƴΩǘ ƻǇŜǊŀǘŜ ǇǊƻŘǳŎǘ ƛƴ ƻǾŜǊ плŅ 

ŜƴǾƛǊƻƴƳŜƴǘΤ 5ƻƴΩǘ Ǉǳǘ ǇǊƻŘǳŎǘ ƴŜŀǊ ǘƘŜ ƘŜŀǘ ǎƻǳǊŎŜΣ ǎǳŎƘ ŀǎ ǘƘŜ ƻǳǘƭŜǘ ƻŦ 

projector, or else it can cause accelerated aging, even damage. 

 5ƻƴΩǘ ǎǘŀŎƪ ŀƴȅ ƻǘƘŜǊ ƎƻƻŘǎ ƻƴ ǘƘe equipment. 

 Please connect to power supply correctly, and make sure power voltage is within 

the scope of the request. 

 Do not try to force pulled antenna, when the equipment is not be used, homing 

antenna to the horizontal position, in order to avoid the antenna broken or the 

damaged. 
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 ¢ƻ ŜƴǎǳǊŜ ǘƘŜ ƴƻǊƳŀƭ ǳǎŜ ƻŦ ǘƘŜ ŜǉǳƛǇƳŜƴǘΣ ǇƭŜŀǎŜ ŘƻƴΩǘ ǇƭŀŎŜ ŀƴȅ ǎƘƛŜƭŘƛƴƎ 

goods between the equipment and users. 

 Before the maintenance on the wireless projection adapter, please turn off the 

power and unplug the power plug from the outlet for safety. 

 If the product fails to work, it must be repaired by the professionals, please do 

not open it by yourself, so as to avoid damaging internal components and the 

failure of warranty. 

 If you have any questions, please contact the distributor or company for 

consulting. if neccesary, please inspect, adjust or maintain the device. 

 

1.3 Instructions for the devices  

 Front panel  

 

ŵ Infrared remote control receiver port: Infra-red remote control for the 

signal transmission. 

Ŷ WLAN LED: Green light bright and blink, indicates that the wireless network 

work is normal; otherwise, failure. 

ŷ LAN LED: Green light bright and blink, indicates that the wired network 

connections are normal; otherwise, failure or no connection. 

Ÿ POWER LED: Indicate the work status of the wireless projection adapter. The 

lamp long bright indicates the normal working state; the lamp blink indicates 

that the wireless projection adapter is in sleep mode; the lamp no light, 

indicates the power is shut down, or system failure. 
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 Rear panel 

 

ŵ Power outlet: Connect the power adapter for the wireless projection. 

Ŷ VGA IN port: Directly ŎƻƴƴŜŎǘ ǘƻ ǘƘŜ ŎƻƳǇǳǘŜǊΩǎ ±D! ǇƻǊǘΦ 

ŷ VGA OUT port: /ƻƴƴŜŎǘ ǘƘŜ ǇǊƻƧŜŎǘƻǊΩǎ ±D! ǇƻǊǘΣ ǘǊŀƴǎƳƛǘ ǘƘŜ ±D! ǎƛƎƴŀƭ ǘƻ 

the projector. 

Ÿ LAN port: Connect RJ-45 plug, connect with the router by a straight-through 

cable. 

Ź VIDEO port: Connect analog video cable, can be connected with video 

display devices such as TV etc. 

ź ANTENNA port: to receive wireless network signals with the installation of 

antennas. 

Ż AUDIO port: Connect analog audio cable for stereo signal output, can be 

connected with an audio equipment. 

*  Note: 

When the adapter is power off or shutdown, VGA IN and VGA OUT of the 

Wireless projection adapter will be directly connected, at this state, the 

computer can be directly projected by the projector. 
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 Bottom  

 

ŵ Ventilation grille: for heat dissipation, ventilation. 

Ŷ Reset button: used to restore default settings. if system settings is 

disordered, you can power the device, hold the button down with sharp 

objects (about 3 seconds), wireless projection adapter will restore to the 

default settings. 

ŷ Fixed hole: used to install wireless projection adapter hanging on the walls 

or ceilings. 

Ÿ Feet: support for wireless projection adapter. 

 

 Remote control  
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Button Function 

Power switch Start or close the device, which make it dormant. 

Exit 
Make the computer exit from the Projection state (see 

Chapter 3.2.1; p.12) 

Conference Control 
enter /exit the session control function (see Chapter 3.2.5.2; 

p.15) 

Direction key 
Move the cursor for Choice of projection user (see Chapter 

3.2.5.2; p.15) 

Switch change the user for projecting(see Chapter 3.2.5.2; p. 15) 

Login Code display login code on the screen (see Chapter 3.2.2; p. 12) 

Black screen mode enter /exit the blank screen mode (see Chapter 3.2.3; p. 13) 

1.4  System Requirements  

In order to achieve the desired effect of the wireless projector, we recommend the 

following hardware configuration for your projection computer: 

The minimum hardware requirements are: 

CPU: Pentium®ŉ or M, or faster processor 

Memory: 256 MB 

Available disk space: 10 MB 

Wireless network: Compatible with IEEE 802.11b/g (built-in wireless network 

systems or external IEEE 802.11b / g LAN card must be 

installed and operated normally) 

Web browser: IE 6.0 or more 

Direct X: Direct X® 8.1b or M must be installed 

  

The recommended hardware requirements are: 

CPU: Pentium®Ŋ or M, or faster processor 

Memory: 512 MB or M 

Available disk space: 60 MB or M 

Wireless network: Compatible with IEEE 802.11b/g (built-in wireless network 

systems or external IEEE 802.11b / g LAN card must be 

installed and operated normally) 

Web browser: IE 6.0 or more 

Direct X: Direct X® 8.1b or M must be installed 

  

Support operating system: 

 Windows® NT/2000/2003 

 Windows® XP home edition/XP professional sp2 

 Windows® Vistâ 1G RAM or more recommended̃ 
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Chapter 2  Installing manual  

This section will guide you how to connect the hardware, how to install or uninstall 

XPL-WPA200 manager client application. It is more or less the same that the client 

operating system about installing and uninstalling in the version of Windows® 

Vista/XP/2003/2000. The client operating system mentioned in the following sections 

is Windows XP, others please refer to Windows XP systems. 

2.1 Hardware Installation  

ŵ First, select the assembly way and the fixed position for the wireless projection 

adapter: Place on the table, fixs on the wall or ceiling or bracket etc; 

*  Note: ŘƻƴΩǘ ǇƭŀŎŜ ƛǘ ƴŜŀǊ ǘƻ ǘƘŜ ǾŜƴǘƛƭŀǘƛƻƴ ƎǊƛƭƭŜ ƻŦ ǘƘŜ ǇǊƻƧŜŎǘƻǊΤ ǘƻ ŦŀŎƛƭƛǘŀǘŜ 

with the remote control, infrared receiver window should be faced to 

the user, and it is forbidden that there are some obstacles between 

the user and the wireless projection adapter. 

Ŷ Link the projector and the wireless projection adapter with the VGA cable; 

ŷ Connect the power adapter to the wireless projection adapter; 

Ÿ Choose one of the following ways to connect the wireless projection adapter and 

the computer according to the conference requirement and computer 

configuration: 

Aɞ Wireless access projection mode 

 

 A basic access mode 

 Independent wireless access, no limited for the locations; 

 More simple, convenient, efficient and faster for the use of the system; 

 Suitable to all conference projection occasions; 

 Support up to 253 computers to wireless conference projection. 
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Bɞ Network access projection mode 

 

 It is recommended that build the internal network by HUB / Router in 

the conference room; 

 Using the Ethernet to connect your computer to wireless projection 

adapter to realize network projection function; 

 Wide bandwidth, low interference, high stability; 

 Particularly suitable for the PDS meetings; 

 Systems will support remote network projection (conference) functions 

in the future. 

 

Cɞ Hybrid access projection mode 

 

 It will realize direct projection functions by connecting the computer 

VGA out port to the wireless projection adapter VGA IN port .(the 

device only supports one computer connecting directly); 

 It will realize hybrid projection service of wireless/network/normal and 

quickly switch online for all projector users by conference management 

function,; 

 Users can choose the projection access mode according to their actual 

situation and computer configuration etc; 

 Wireless/network/normal projection mode, multiple backup to ensure 

safety; 

 Particularly suitable for the situations such as large conference, teaching 

and so on. 
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Ź Turn on the power for the XPL-WPA200wireless projection adapter, projector and 

other corresponding equipment , the LED on the panel of the adapter should be 

light on red; 

ź !ŦǘŜǊ ǘƘŜ ǇǊƻƧŜŎǘƻǊΩǎ ǇǊŜƘŜŀǘƛƴƎ ŀƴŘ ōŜƎƛƴƴƛƴƎ ǘƻ ǿƻǊƪ ƴƻǊƳŀƭƭȅ Σ ƛǘ ǿƛƭƭ ŘƛǎǇƭŀȅ 

the login interface of the wireless projection adapter (see chapter 3.1,P 10). 

which means the wireless projection adapter has been normally working. 

 

2.2 Install MANAGER Client Application 

2.2.1 Software Download  

*  Note: Please ensure the wireless projection adapter is under normal work. 

ŵ Search for the available wireless network and link it.XPL-WPA200 wireless

projection adapter will automatically assign an IP address for your computer

which the default network name of wireless projection adapter(SSID)(see  

appendix 5.1,P24) is "XPL-WPA200".  

 

Ŷ Open a browser and enter the default IP address 192.168.10.1 to access the web 

ǇŀƎŜ ǎƘƻǿƴ ŀǎ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŦƛƎǳǊŜΣ ǇƭŜŀǎŜ Ŧƻƭƭƻǿ ǘƘŜ ǇǊƻƳǇǘǎΣ ǎŜƭŜŎǘ άwέ ǘƻ 

ƛƴǎǘŀƭƭŀǘƛƻƴΣ ƻǊ ά{έ ǘƻ ŘƻǿƴƭƻŀŘ ǘƘŜ ǎƻŦǘǿŀǊŜΣ ŀƴŘ ǘƘŜƴ ǘo install it. 

 

XPL - WPA200
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2.2.2 Software installation  

ŵ Cƻƭƭƻǿ ǘƘŜ ǇǊƻƳǇǘΣ ŎƭƛŎƪ άbŜȄǘόbύέ ŦƻǊ ƛƴǎǘŀƭƭŀǘƛƻƴΤ /ƭƛŎƪ wŜŀŘόwύέ ǘƻ ǎŜƭŜŎǘ ǘƘŜ 

installation path. The default application path can be changed, after determining 

ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴ ǇŀǘƘΣ ŎƭƛŎƪ έbέ ǘƻ ŎƻƴǘƛƴǳŜΦ 

Ŷ AfǘŜǊ ŀ ǉǳƛŎƪƭȅ ƛƴƎǎǘŀƭƭƛƴƎ ǇǊƻŎŜǎǎΣ ŎƭƛŎƪ ά5ƻƴŜέ ǘƻ ŦƛƴƛǎƘ ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴΦ bƻǿ ǘƘŜ 

XPL-WPA200 Manager client application has been installed in your computer. 

ŷ /ƭƛŎƪ ƻƴ ά{ǘŀǊǘέҦ άtǊƻƎǊŀƳέ ҦέaŀƴŀƎŜǊέΣ ƻǊ ŘƻǳōƭŜ ŎƭƛŎƪ ǘƘŜ ǎƘƻǊǘŎǳǘ 

on your desktop to run the XPL-WPA200Manager client application. 

 

2.2.3 Software Uninstallation  

Uninstallation for theXPL-WPA200 Manager client application can be started by the two 

ways: 

ŵ /ƭƛŎƪ ά{ǘŀǊǘέ Ҧ έtǊƻƎǊŀƳέ Ҧ XPL-WPA200 Manager Ҧ  XPL-WPA200 Manager 

uninstalling, Following the system prompt to do, the software will be 

automatically uninstalled. 

Ŷ /ƭƛŎƪ ά{ǘŀǊǘέ Ҧ /ƻƴǘǊƻƭ ǇŀƴŜƭ Ҧ Add/deletion program Ҧ XPL-WPA200 Manager Ҧ 

delete, Following the system prompt to do, the software will be automatically 

uninstalled. 
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Chapter 3 Client Uti lity  

3.1 Running Management Manager 

*  Note: please ensure the XPL-WPA200wireless projection adapter has worked 

normally, then the screen will display a login interface as following: 

 

Login code: a random digital code for logging on theXPL-WPA200 Manager to start 

projecting. 

SSID: the sevice set identifier for the current device (see appendix-5.1-P24) 

IP Address: the address for downloadingXPL-WPA200 Manager. 

*  Note: XPL-WPA200 wireless projection adapter has an unique random login code

for safe link. 

Login code will be randomly generated when the wireless projection 

adapter start to work, it will display on the top-left of the interface. 

The random login code must be entered, then the computer can access the 

wireless projection adapter. 

XPL - WPA200
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When the first user logging on the system by using the random code, the 

code will be the only login code for all login users; the login code will be 

expirated when all the users exit from the  system. a new login code will 

be shown on the top-left of the interface for the next user. 

ŵ RunXPL-WPA200, display the interface on the screen as following. 

 

Ŷ 9ƴǘŜǊ ǘƘŜ ƭƻƎƛƴ ŎƻŘŜΣ ŎƭƛŎƪ άhƪόƻύέΦ /ƭƛŜƴǘ ǇǊƻƎǊŀƳ ǿƛƭƭ ōŜ ƳƛƴƛƳƛȊŜŘ ǘƻ ǘƘŜ 

bottom right corner as an icon in the taskbar, if there is no any user for 

projecting, it will begin to start projecting normally. 

 

This icon indicates that the projector is being used by 

myself. 

 
This icon indicates that the projector is being used by 

others. 

 ¢Ƙƛǎ ƛŎƻƴ ƛƴŘƛŎŀǘŜǎ ǘƘŀǘ ǘƘŜ ǇǊƻƧŜŎǘƻǊ ƛǎƴΩǘ ǳǎŜŘΦ 

ŷ Click the icon to open the client manager interface taskbar. 

 

Ÿ Click the icon by right-clicking to the shortcut menu, then click on the 

corresponding iterm to run the related operation. 
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3.2 Interface Description for MANAGER 

XPL-WPA200 client Manager contains five function modules. As follows: 

                        

Start/Exit projection 

Show/Hide login cod 

Start/Cancel blank screen projection mode 

Start/Cancel video player mode 

Conference control 

3.2.1 Start/Exit projection  

XPL-WPA200 wireless projection adapter supports up to 253 computers to free

switch projection, if click this icon (exit projection), the projection can be

restar by clicking (open projection). 

*  Note: 

Õ When the projector is on using, all functions will be shielding except the 

button of (Conference Control) . 

Õ ¸ƻǳ Ŏŀƴ ŜȄƛǘ ǘƘŜ ǇǊƻƧŜŎǘƛƻƴ ōȅ ŎƭƛŎƪƛƴƎ ǘƘŜ ōǳǘǘƻƴ ƻŦ άŜȄƛǘ ǇǊƻƧŜŎǘƛƻƴέΦ 

3.2.2 Show/Hide login code  

ŵ  The 4-ŘƛƎƛǘ ǿƘƛŎƘ ŘƛǎǇƭŀȅŜŘ ƻƴ ǘƘŜ άǎƘƻǿκƘƛŘŜέ ōǳǘǘƻƴ is the current login 

code of the wireless projection adapter. 

Ŷ Login code and other messages will appear to the projection screen 

superimposed when click the button. Click again, they will disappear. (If your 

ŘƻƴΩǘ ŎƭƛŎƪ ǘƘŜȅ ǿƛƭƭ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŘƛǎŀǇǇŜŀǊ ŀŦter 10 seconds). 

ŷ ¢ƘŜ ά[ƻƎƛƴ /ƻŘŜέ ōǳǘǘƻƴ ƻƴ ǘƘŜ ǊŜƳƻǘŜ ŎƻƴǘǊƻƭ ŀƭǎƻ Ƙŀǎ ǘƘŜ ŦǳƴŎǘƛƻƴΣ ǘƘŜ 

ƻǇŜǊŀǘƛƻƴ ƳƻŘŜ ƛǎ ǘƘŜ ǎŀƳŜ ŀǎ άǎƘƻǿκƘƛŘŜέ ōǳǘǘƻƴΦ 

XPL - WPA200
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3.2.3 Start/Cancel black screen projection mode  

ŵ The content of the projection will be hided by click the button  (start black 

screen projection mode), at this time the projector come to black screen state. 

Ŷ Click the button (cancel black screen projection mode) to start projection. 

ŷ ¢ƘŜ ά.ƭŀŎƪ {ŎǊŜŜƴ aƻŘŜέ ōǳǘǘƻƴ ƻƴ ǘƘŜ ǊŜƳƻǘŜ ŎƻƴǘǊƻƭ ŀƭǎƻ Ƙŀǎ ǘƘƛǎ ŦǳƴŎǘƛƻƴΣ 

the operation mode is the same as the above introduced. 

Ÿ This function is usually used for teaching or the course of meeting when 

suspending the projector. 

Ź TƘŜ ōǳǘǘƻƴ ƻŦ ά[ƻƎƛƴ /ƻŘŜ ǇǊƻƧŜŎǘƛƻƴέ  ŀƴŘ ά/ƛƴŜƳŀ tƭŀȅŜǊ aƻŘŜέ  

is invalid under the black screen mode. 

3.2.4 Start/Stop cinema player mode  

ŵ It is the unique inner set video player function of theXPL-WPA200 wireless 

projection for the Cinema player mode . It provides the best quality of video 

projection, at the same time almost dose not occupy computer resources. With 

the mode, high-definition video can be played fluently, you can enjoy the 

extraordinary visual effects. 

Ŷ Click (start cinema player mode), enter the player and playing list interface; 

 

ŷ /ƭƛŎƪ ά έ /ƘƻƻǎŜ ȅƻǳǊ ǾƛŘŜƻ ȅƻǳ ǿŀƴǘ ǘƻ ǇƭŀȅΤ 
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Ÿ At this time the video on demand can be played and projected fluently, And your 

computer is no longer used to projection. you can use your computer for other 

work or entertainment, it will not affect the normal projection; 

Ź You can use the button of  and , which is contained in "playing list" and 

ϦǇƭŀȅŜǊϦ ǘƻ ǎƘƻǿ ƻǊ ƘƛŘŜ ǘƘŜ άǇƭŀȅƛƴƎ ƭƛǎǘέΤ 

You can use the button of  in "playing list" to Control single or all of the cycle 

of video playback; 

You can use every other button in the "player" to process the corresponding 

control. 

ź Click ( Stop cinema player mode) to stop the video player, System will be 

restored to the normal projection state. 

Ż At present,XPL-WPA200 support following format: *.mpg*̕.mpeg̕ *.wmv̕

*.vob etc. Support high-definition movie player 1080P. 

ż Under cinema play mode,  Black screen projection function will be 

shielded and invalid. 

3.2.5 Conference control  

XPL-PWA200 wireless projection adapter has powerful conference control function, 

which can realize professional projector management, support up to 253 computers 

to free handover projection. It is easy to operate, to make the large-scale, 

multi-speaker meetings more efficiency which can be operated by One conference 

administrator per conference. 

3.2.5.1 Operation method about conference control function:  

ŵ Click (conference control), enter the login interface of conference 

administrator; 

 

Ŷ Enter correct administrator password (default setting1234), then enter 

conference console interface; 

XPL - WPA200



  Wireless projection adapter Userôs Guide  

15 

 

ŷ The "user name" showed on the conference console is the present 

ǎŜƎƳŜƴǘάŎƻƳǇƭŜǘŜ ŎƻƳǇǳǘŜǊ ƴŀƳŜέΦ ¸ƻǳ Ŏŀƴ ŘƛǊŜŎǘƭȅ ŘƻǳōƭŜ-click one 

connected user name of the projection to achieve a fast switch to the user's 

desktop; 

*  Note: Number (1); User name( VGA user) is direct connection user of VGA. 

5ƻǳōƭŜ ŎƭƛŎƪ ƛǘΣ ǇǊƻƧŜŎǘƛƻƴ ǎƛƎƴŀƭ ǎƘƛŦǘǎ ǘƻ ά±D! Lbέ access and then you can 

hear a slight patter. 

3.2.5.2 Operation method of conference controlling function in remote 

control:  

ŵ /ƭƛŎƪ άǎƘƛŦǘέΣ ǇǊƻƧŜŎǘƛƻƴ ǊƛƎƘǘ ǿƛƭƭ ŘƛǊectly switch to VGA direct connection user; 

ŎƭƛŎƪ ά{ƘƛŦǘέ ŀƎŀƛƴΣ ǇǊƻƧŜŎǘƛƻƴ ǊƛƎƘǘ ǊŜǘǳǊƴǎ ǘƻ ǇǊŜǾƛƻǳǎ ǳǎŜǊΦ 

Ŷ /ƭƛŎƪ ά/ƻƴŦŜǊŜƴŎŜ ŎƻƴǘǊƻƭέΣ {ǘŀŎƪŜŘ ƭƛǎǘ ƻŦ ŀǘǘŜƴŘŀƴŎŜǎΩ ŎƻǊǊŜǎǇƻƴŘƛƴƎ ŎƻƳǇǳǘŜǊ 

name will appear in current projection screen. 

ŷ /ƭƛŎƪ ά¡ȁ¢έ ǘƻ ƭƻƻƪ ǳǇΣ ŎƘƻƻǎŜ ŀǘǘŜƴŘŀƴŎŜǎΦ 

Ÿ /ƭƛŎƪ ά{ƘƛŦǘέΣ ǇǊƻƧŜŎǘƛƻƴ ǊƛƎƘǘ ǿƛƭƭ ŘƛǊŜŎǘƭȅ ǎǿƛǘŎƘ ǘƻ ŎƘƻǎŜƴ ŀǘǘŜƴŘŀƴŎŜǎΦ 

Ź /ƭƛŎƪ ά/ƻƴŦŜǊŜƴŎŜ ŎƻƴǘǊƻƭέ ŀƎŀƛƴ ǘƻ ŜȄƛǘΦ 

3.3 System settings 

All parameter setting ofXPL-WPA200 wireless projection adapter, including projection 

settings, WIFI settings, Natwork settings etc., which is implemented in system 

settings and only operate these settings when login on wireless projection adapter. 

3.3.1 System state 

ŵ Click the icon  (located at the bottom-right corner of desktop); Click 

άǎŜǘǘƛƴƎǎέ ǘƻ ƻǇŜƴ ά[ŀƴŘƛƴƎ ƛƴǘŜǊŦŀŎŜ ŦƻǊ ǎȅǎǘŜƳ ŀŘƳƛƴƛǎǘǊŀǘƻǊέ ƛƴ L9Φ 

Ŷ Enter the login code of system administrator (Default setting: 1234ύΣ ŎƭƛŎƪ άhYέ ǘƻ 
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enter system settings>current system state, as is shown in following figure: 

 

You can clearly know the operation state of system such as equipment name, 

software edition, network state, connection state and so on. 

3.3.2 Projectin g settings  

Click the button "projecting settings" on the left side ,enter into the wireless network 

interface. As follows: 

 

In the projecting settings, you can do the initial setup about logo language, resolution, 

color quality and refresh frequency. 

 XPL-WPA200 wireless projection adapter support both English and chinese logo 

language (system default value is English). 

 XPL-WPA200 wireless projection adapter support both Multi-resolution (system 
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default value is 1024 × 768); color quality support both 16-bit and 32-bit(system 

default value is 16-bit); refresh frequency support both 60Hz and 75 Hz(system 

default value is 60 Hz). 

*  Note: The settings introduced above should be the same as the 

corresponding settings of the projector. Or lower than it. Otherwise, 

ǘƘŜ ǇǊƻƧŜŎǘƻǊ ŎŀƴΩǘ ŘƛǎǇƭŀȅ ƴƻǊƳŀlly. 

3.3.3 Wireless  settings  

Click the "wireless settings" button on the left, you can enter into the wireless 

network interface. As follows: 

 

Please pay attention to set the local region and channel properly so as to be 

compliant with the local regulations or compatible with the other device. 

*  Note: The changes only take effect after the device restarted. 

 SSID is the abbreviation for service set identifier. It is a name for the WLAN 

which consist of max 32 characters; the default name is "XPL-WPA200έΦ hƴƭȅ ǘƘŜ 

computers which set the same name can communicate each other. The name is 

case sensitive, such as ľ έ ƛǎ ƴƻǘ ǎŀƳŜ ŀǎ άέΦ ¸ƻǳ Ŏŀƴ

modify this name by the requirement. 

 Region: Please select the country which you locate. if there is no your country, 

please contact your distributor. 

 Channel: This parameter should not be changed frequently unless there is a 

conflict source 

 Data encryption: You can enter the password by your hobby to start WEP 

ŜƴŎǊȅǇǘƛƻƴΣ ǘƘŜƴ ŎƭƛŎƪ άƎŜƴŜǊŀǘƛƻƴέΦ ²ƘŜƴ ŀŎŎŜǎǎ ǘƻ ǘƘŜ ǿƛǊŜƭŜǎǎ ǇǊƻƧŜŎǘƛƻƴ 

adapter(SSID̃ ,Users should input the key to enter the wireless network. 
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